Globe Valve Screwed Ends---16K ANSI Class 150 Cast Stainless Steel Globe Valve

MODEL.: S H _3 1

Test pressure to API1598

- Shell test(water):425(30 kgf/cm?)
- Shell test(water):303(22 kgf/cm?)
- Shell test(air):80(6 kgf/cm?)

MODEL.: S H -29

Working pressure marking
+ Non-shock water under 120°C: 20 kgf/cm? - Material:Ductile Iron
» Steam, Air,Qil,Pulse stream under 220°C:16 kgf/cm? - Size:¥/g"~21/2"

20

Hydrostatic test pressure NO | Parts name Material
- Shell:35 kaf/cm? 1 Body Ductile Iron(FCD 45) : g
- Seat:25 kgfiom? 3 "2 | Bonnet | Ductile lon(FCD45) | DASigN desrption
. By air6-8 kg 3 S_IEITI_ 5_1@1_[]|E5551EE|(5L_15 410:' Outside screw ynke
% 4 Disc Stainless steel(SUS 410) Rising stem and handwheel
| 5 Seat ring |Stainless steel(SUS 410) Yoke integral with bonnet
6 | Packing Asbestos Integral seat ring,loose disc
7 | Handwheel CastIron(FC 20) Flanged ends
Buttwelding ends
| | ' L{RF)
_ ”:Eﬁ" _BLE | 3 %%enj 8 %pﬂen}- _EE; | Applicable class 150 standards:
w651 120 120 65 Steel valves ANSI B16.34 i~ |
34 | 80| 120 120 80 Face to face ANSIB16.10 i
" 90| 135 135 80 Endflanges ANSIB16S —- Vi
17 1108|150 150 1100 Buttwelding ends ANSI B16.25 5
| — o
1%" 120 160 160 | 125 o LWy — 1Rk
2" 140 185 185 | 140 ~ Material list
2%" 180 260 260 |180 NO IR Material
S5304 S5316 SS304L SS316L
1 Body A351-CF8 A351-CF8M | A351-CF3 A351-CF3M
2 Bonnet A351-CF8 A351-CF8M | A351-CF3 A351-CF3M
MODEL.: S H e 3 0 Globe Valve Screwed Ends---16K 3 Stem AIS|-304 AISI-316 | AISI-304 AISI-316
4 Disc A351-CF8 A351-CF8M | A351-CF3 A351-CF3M
5 Gland A351-CF8 A351-CF8M | A351-CF3 A351-CF3M
Working pressure marking 6 Gland packing PTFE/Graphite
- Material:Ductile Iron + Non-shock water under 120°C: 20 kgf/cm? / Handwheet Ductile Iron
. Size:'/2"~21/o" - Steam, Air,Oil, Pulse stream under 220°C:16 kgf/cm? S Gasket PTFE/Graphite
9 Bonnet bolt/Nut AlSI-304
' ' . 10 Gland bolt/Nut AlSI-304
N1D F’ar;sggime Ductil Era;iz:fén 45) Hydrostatic test gressure 11 Yoke sleeve Bronze/Ductile Iron
"2 | Bonnet | Ductilelron(FCD45) | Shell:35kgf/cm © DIORRE S
3 Stem Stainless steel(SUS 410)  * Seat:23 kgf/cm? | I ; '
4 Disc  |Stainless steel(SUS 410)  * By air:6-8 kg MM | TR oW $A $B $C D | n-¢d | KG
5 | Seatring |Stainless steel(SUS 410) 15 | % 108 | 180 80 89 | 605 | 35 112 | 416 | 27
5 Spring | Stainless steel(SUS 304) 20 /s 117 | 185 | 100 98 70 43 11.2 | 4-16 | 3.1
25 1" 127 198 100 108 79.5 51 11.2 4-16 3.8
T 40 174" 165 245 140 127 98.5 73 14.3 4-16 7.9
50 i 203 266 160 152 | 120.5 92 159 | 4-19 | 111
MM INCH L H 65 | 2%" 216 311 180 178 | 1395 | 105 175 | 4-19 | 157
15 e 65 47 H 80 < iy 241 334 200 190 152.5 127 19.1 4-19 20.4
20 /4" 80 45 100 | 4" 292 377 22D 229 190.5 157 23.9 8-19 32
29 1" 90 50 Y 129 B 330 410 250 254 216 186 23.9 8-22 45
32 11/4" 105 64 150 B 356 528 300 279 241.5 216 25.4 8-22 62.8
40 1%4" 120 62 200 8" 495 | 550 375 343 | 2985 | 270 28.6 | 8-22 100
50 o 140 70 250 10" 622 670 420 406 362 324 30.2 12-25 173
65 215" 180 100 . 300 698 736 550 483 432 381 31.8 12-25 205
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