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Dimensional Data:

Spiral Wound Gaskets ASME B16.20 (for RF flanges 816.5) | Class 150
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Inside Dia (d1) Inside Dia (d2) Outside Dia (d3) Outside Dia (d4)
1/2 14.2 19.1 318 47.8
3/4 20.6 254 39.6 57.2
1 26.9 318 47.8 66.8
1% 38.1 47.8 60.5 76.2
1% 44.5 54.1 69.9 85.9
2 55.6 69.9 85.9 104.9
2% 66.5 82.6 98.6 124
3 81 101.6 120.7 136.7
4 106.4 127 1494 174.8
5 1318 155.7 177.8 196.9
6 157.2 182.6 209.6 2223
8 2159 2334 263.7 279.4
10 268.2 287.3 3175 33899
12 3175 3399 3747 409.7
14 349.3 3716 406.4 450.9
16 400.1 422.4 463.6 514.4
18 449.3 474.7 527.1 549.4
20 500.1 525.5 577.9 606.6
24 603.3 628.7 685.8 717.6
NOTES:
« All dimensions are in millimeters « Thickness of inner and outer ring: 2.97 mm - 3.33 mm.
« Spiral Wound gasket with Inner - and Outer ring - Thickness sealing element: 4.45 mm.
+d1=Inside diameter Inner ring. « Tolerance Outside diameter for NPS 1/2 through NPS 8 is + 0.8 mm; for NPS 10
+d2 = Inside diameter sealing element when no Inner ring is used. trough NPS 24 tolerance is + 1.5 mm - 0.8 mm.
+d3 = Outside diameter of sealing element. « There are no class 400 flanges NPS 1/2 thru NPS 3 (use Class 600), class 900 flanges
+d4 = Outside diameter of Outer ring. NPS 1/2 thru NPS 2% (use Class 1500), or class 2500 flanges NPS 14 or larger.
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