Stainless 150# Fittings Threaded

90° Elbow 90° Street Elbow
g Dimensions (in) Weight Size Dimensions (in) Weight
A C (Ib) A B C (Ib)
1/8 0.81 - 0.140 1/8 1.06 | 0.81 - 0.090
1/4 0.81 - 0.110 1/4 1.18 | 0.81 - 0.140
3/8 0.93 - 0.190 3/8 1.43 | 0.93 - 0.200
1/2 1.12 - 0.360 1/2 162 | 1.12 = 0.320
3/4 1.31 - 0.560 3/4 1.87 | 1.31 - 0.500
1 1.50 - 0.930 1 212 | 1.50 - 0.860
1-1/4 1.75 - 1.060 1-1/4 250 | 1.75 - 1.280
1-1/2 1.93 - 1.730 1-1/2 2.75 1.93 - 1.580
2 2.25 - 2.350 2 325 | 2.25 - 2.390
2-1/2 2.68 - 4.380 2-1/2 3.87 | 2.68 - 5.760
3 3.06 - 6.380 3 450 | 3.06 - 7.860
4 3.81 - 10.30 4 5.68 | 3.81 - 15.23
45° Elbow Tee
Size Dimensions (in) Weight Size Dimensions (in) Weight
A © (Ib) A B © (Ib)
1/8 0.69 - 0.120 1/8 0.69 - - 0.200
1/4 0.69 - 0.090 1/4 0.69 - - 0.140
3/8 0.81 - 0.120 3/8 0.81 - - 0.260
1/2 0.87 - 0.310 1/2 0.87 - - 0.530
3/4 1.00 - 0.560 3/4 1.00 - - 0.740
1 1.12 - 0.770 1 1.12 - - 1.230
1-1/4 1.31 - 1.120 1-1/4 1.31 - - 2.030
1-1/2 1.43 - 1.560 1-1/2 1.43 - - 2.180
2 1.68 - 2.060 2 1.68 - - 3.480
2-1/2 1.93 - 3.800 2-1/2 1.93 - - 5.910
3 2.18 - 5.870 3 2.18 - - 9.370
4 2.62 - 9.540 4 2.62 - - 16.01
Union
: Dimensions (in) Weight ) Dimensions (in) Weight
Size A C (Ib) Size A B C (Ib)
1/8 0.69 - 0.370 1/8 1.26 | 0.93 - 0.240
1/4 0.69 - 0.310 1/4 144 | 110 - 0.210
3/8 0.81 - 0.490 3/8 161 | 1.26 - 0.280
1/2 0.87 - 0.850 1/2 1.72 1.45 - 0.410
3/4 1.00 - 1.190 3/4 1.95 | 1.71 - 0.620
1 1.12 - 1.490 1 2.06 | 2.07 = 0.820
1-1/4 1.31 - 2.030 1-1/4 226 | 2.50 - 1.580
1-1/2 1.43 - 2.970 1-1/2 2.41 2.82 - 2.070
2 1.68 - 4.310 B 2 2.75 | 3.41 - 3.000
2-1/2 1.93 - 7.550 2-1/2 3.22 | 412 - 6.820
3 2.18 - 9.810 3 3.50 | 4.75 - 11.04
4 2.62 = 17.80 4 3.85 | 6.00 - 17.00

All Dimensions are to the MSS Standard




Stainless 150# Fittings Threaded

Square Head Plug Hex Head Plug
Siv Dimensions (in) Weight Size Dimensions (in) Weight
A B © (Ib) A B C (Ib)
1/8 0.61 | 9/32 - 0.020 1/8 0.51 | 0.50 - 0.030
1/4 0.72 | 3/8 - 0.030 1/4 0.58 | 0.62 - 0.050
3/8 0.79 | 7/16 - 0.060 3/8 0.64 | 0.68 - 0.090
1/2 0.94 | 9/16 - 0.110 : 1/2 0.75 | 0.87 - 0.150
3/4 1.07 | 5/8 - 0.240 3/4 0.85 | 1.20 - 0.260
1 1.25 | 13/16 = 0.370 1 1.00 | 1.43 = 0.470
B 1-1/4 1.36 | 15/16 - 0.670 — B 14 1.08 | 1.76 - 0.930
( 1-1/2 1.45 | 1-1/8 - 0.880 1-1/2 1.14 | 2.00 - 1.240
AI 2 156 [1-5/16| - 1.110 A[ 2 1.22 | 2.48 - 2.260
| 2-1/2 1.81 | 1-1/2 - 1.580 2-1/2 1.44 | 2.98 - 2.580
— 3 1.93 [1-11/16] - 2.400 3 1.53 | 3.86 - 3.610
' 4 222 | 2-1/4 - 5.000 4 172 | 462 - 7.200

Full Coupling

o Dimensions (in) Weight Size Dimensions (in) Weight
A B G (Ib) A B © (Ib)
1/8 0.75 | 1.00 - 0.050 1/8 0.75 | 0.50 - 0.030
1/4 0.84 | 1.00 - 0.080 1/4 0.84 | 0.50 - 0.040
3/8 1.01 | 1.12 - 0.100 3/8 1.01 | 0.56 - 0.050
1/2 1.20 | 1.38 - 0.170 1/2 1.20 | 0.69 - 0.090
3/4 1.46 | 1.50 - 0.260 3/4 1.46 | 0.75 - 0.140
A 1 177 | 1.62 - 0.410 1 1.77 | 0.81 = 0.220
¢ ) 1-1/4 | 215 | 2.00 - 0.500 1-1/4 | 215 | 1.00 - 0.260
' 1-1/2 | 243 | 2.12 = 0.860 1-1/2 | 243 | 1.06 - 0.440
J J > 206 | 250 | - | 1.330 > 206 | 1.25 | - | 0.680
Jd_1_1_ 15 2-1/2 | 331 | 2.87 - 2.290 T--TIA 2-1/2 | 331 | 1.43 - 1.160
3 4.00 | 3.18 - 3.310 3 4.00 | 1.59 - 1.690
4 506 | 3.68 - 5.370 4 5.06 | 1.84 - 2.700
6 7.39 | 4.10 - 13.44 6 7.39 | 2.01 - 3.577

Reducing Coupling Cap
Size Dimensions (in) Weight Size Dimensions (in) Weight
A B © (Ib) A B © (Ib)
1/8 0.75 | 1.00 - 0.060 1/8 0.75 | 0.68 - 0.050
1/4 0.84 | 1.00 - 0.100 1/4 0.84 | 0.68 - 0.080
3/8 1.01 | 1.12 - 0.130 3/8 1.01 | 0.81 - 0.100
1/2 1.20 | 1.38 - 0.220 1/2 1.20 | 0.93 - 0.150
3/4 1.46 | 1.50 - 0.330 3/4 1.46 | 1.06 - 0.280
1 1.77 | 1.62 = 0.530 1 1.77 | 1.31 = 0.500
1-1/4 | 215 | 2.00 - 0.650 1-1/4 | 215 | 1.62 - 0.690
1-1/2 | 243 | 212 - 1.110 1-1/2 | 243 | 1.62 - 0.910
1_1_1_Ug 2 296 | 2.50 - 1.730 2 296 | 1.75 - 1.290
2-1/2 | 331 | 3.25 - 2.980 2-1/2 | 3.31 | 2.00 - 2.360
3 4.00 | 3.68 - 4.300 3 4.00 | 2.25 - 3.670
4 506 | 4.38 - 6.980 4 5.06 | 2.50 - 5.590

All Dimensions are to the MSS Standard



Stainless 150# Fittings Threaded

Weld Spud

£

] Dimensions (in) Weight
Sze 3T B (Ib)
1/8 0.421 | 1.375 0.026
1/4 0.500 | 1.500 0.055
3/8 0.500 | 1.625 0.066
1/2 0.594 | 1.750 0.154
3/4 0.656 | 1.937 0.176
1 0.781 | 2.187 0.253
1-1/4 | 0.750 | 2.687 0.370
1-1/2 | 0.875 | 3.000 0.451
2 0.937 | 3.500 0.661
2-1/2 | 1.000 | 4.062 1.102
3 1.000 | 4.625 1.322
4 1.125 | 5.815 2.645

Hex Bushing
Size Dimensions (in)| Weight
A B (Ib)

1/4x1/8 | 056 | 58 | 0.030

3/8x1/8 | 0.66 | 11/16 | 0.050

318x1/4 | 066 | 11/16 | 0.050

12x1/8 | 075 | 7/8 | 0.080

12x14 | 075 | 7/8 | 0.080

1/2x3/8 | 075 | 7/8 | 0.080

3/4x1/8 | 0.84 |1-1/16 | 0.160

B 3/4x1/4 | 084 |1-1/16 | 0.160

| | | 3/4x3/8 | 084 |1-1/16 | 0.160

U | 3/4x1/2 | 0.84 |1-1/16 | 0.160

A | 1x1/8 1.00 | 1-3/8 | 0.350

| 1x1/4 1.00 | 1-3/8 | 0.350

1x3/8 1.00 | 1-3/8 | 0.350

1x1/2 1.00 | 1-3/8 | 0.350

1x3/4 1.00 | 1-3/8 | 0.350

1-1/4x1/8 | 1.09 | 1-3/4 | 0.560

1-1/4x1/4 | 1.09 | 1-3/4 | 0.560

1-1/4x3/8 | 1.09 | 1-3/4 | 0.560

1-1/4x1/2 | 1.09 | 1-3/4 | 0.560

1-1/4x3/4 | 1.09 | 1-3/4 | 0.560

1-1/4x1 1.09 | 1-3/4 | 0.560

1-1/2x1/8 | 1.12 2 0.650

1-1/2x1/4 | 1.12 2 0.650

1-1/2x3/8 | 1.12 2 0.650

1-1/2x1/2 | 1.12 2 0.650

1-1/2x3/4 | 1.12 2 0.650

1-1/2x1 1.12 2 0.650

1-1/2x1-1/4 | 1.12 2 0.650

2x1/4 1.22 | 2-1/2 | 1.260

2x3/8 122 | 2-1/2 | 1.260

2x1/2 1.22 | 2-1/2 | 1.260

2x3/4 122 | 2-1/2 | 1.260

2x1 1.22 | 2-1/2 | 1.260

2x1-1/4 122 | 2-1/2 | 1.260

2x1-1/2 1.22 | 2-1/2 | 1.260

2-1/2x1/2 | 1.44 3 1.480

2-1/2x3/4 | 1.44 3 1.480

2-1/2x1 1.44 3 1.480

2-1/2x1-1/4 | 1.44 3 1.480

2-1/2x1-1/2 | 1.44 3 1.480

2-1/2x2 1.44 3 1.480

3x1/4 153 | 3-1/2 | 2.140

3x3/8 153 | 3-1/2 | 2.140

3x1/2 153 | 3-1/2 | 2.140

3x3/4 153 | 3-1/2 | 2.140

3x1 153 | 3-1/2 | 2.140

3x1-1/4 153 | 3-1/2 | 2.140

3x1-1/2 153 | 3-1/2 | 2.140

3x2 153 | 3-1/2 | 2.140

3x2-1/2 153 | 3-1/2 | 2.140

4x1 1.85 | 4-5/8 | 4.280

4x1-1/4 1.85 | 4-5/8 | 4.280

4x1-1/2 1.85 | 4-5/8 | 4.280

ax2 1.85 | 4-5/8 | 4.280

4x2-1/2 1.85 | 4-5/8 | 4.280

4x3 1.75 | 4-5/8 | 4.280

All Dimensions are to the MSS Standard

Threaded Fittings Class 150 conform to ASTM A351, ASME B1.20.1, MSS-SP-114 where applicable
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